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High Performance Supreme Plus 100 Antigel/Deicer with VT 330

Winter Premium Diesel Fuel Additive (DSP100W)

Technical Data Sheet 


DESCRIPTION, FEATURES & BENEFITS: 

The industry’s most effective high performance antigel/deicer multifunctional premium diesel fuel additive.  Specially formulated with a proprietary Heavy Wax Modifier (HWM) and VT 330 wax crystal modifier synergist.  Significantly helps improve the cold temperature operability of today’s higher wax content and hard to treat high sulfur, low sulfur, new ultra low sulfur fuels, and Biodiesel blends (up to 5%).  Contains non-alcohol jet fuel deicer to lower the freeze point of water and help safely remove moisture from fuel lines and tanks.

Contains Diesel Guard Supreme multifunctional detergent package to help clean up injector deposits, improve fuel economy, and extend injector and fuel filter life. Meets or exceeds the Cummins L-10 Superior rating (10 CRC or less).  Contains cetane improver (provides 100ppm to fuel at 1:1500 treat rate) for faster starts and reduced exhaust emissions.  Contains less than 15 ppm of sulfur to meet new ultra low sulfur diesel requirements.  Diesel Guard Supreme Plus 100 (DSP100W) is formulated to help:

· Significantly reduce cold filter plug point.

· Significantly reduce pour point.

· Prevent wax settling.

· Reduce freeze point of water to as low as –50(F. 

· Disperse water.

· Prevent corrosion. 

· Clean up injector deposits.


· Improve fuel economy.

· Reduce exhaust emissions.

· Increase injector and filter life.

· Improve lubricity to prevent premature wear of injectors and pumps.

· Stabilize fuel to prevent sludge. 

· Increase cetane up to 2 numbers.



APPLICATIONS: 

High Performance Supreme Plus 100 Antigel Deicer with VT-330 (DSP100W) can be used to winterize and improve the quality of high sulfur, low sulfur, and new ultra low sulfur diesel fuels.  DSP100W can also be used to winterize biodiesel blends up to 5%. Typical applications include fleets, farms, power generation, and other heavy-duty diesel applications.


BLENDING RECOMMENDATIONS: 

Product should be added to the fuel transport or storage tank prior to adding fuel.  Storage tank should have a 20% heel of fuel and be free of excess water and/or sludge. 

The minimum recommended dosage is 1 gallon per 1500 gallons.  For maximum cold weather performance, cetane increase, injector clean up and improved fuel economy use at 1 gallon per 750 gallons of diesel fuel. 
Dosage Rate 
 Cetane Improvement *  
  1:1500 gal.
  up to 1 numbers (100ppm)

  1:750 gal.
  up to 2 numbers (200ppm)


* Typical performance.  Additive performance depends on the specific fuel being treated and should be determined by laboratory testing prior to use. 

When handling this product, persons should exercise caution and wear protective goggles, gloves and clothing.  See cautions indicated in the corresponding Material Safety Data Sheet before handling and storing this product.


WARRANTY: 

We guarantee this product to comply with our published specifications.  Since the use of this product is beyond our control, we disclaim responsibility for its performance, handling, use, storage, the results obtained, or any injury of any nature resulting therefrom.  Product warrantee and sellers obligations apply only to replacement of product.  Seller assumes no liability for any claim or loss of any other kind. Performance of fuel additives depends greatly on quality of fuel treated. 


TYPICAL SPECIFICATIONS:
Color (ASTM D1500):
8.0       

Additive Pour Point (F:
-25


Specific Gravity:

.9337

Density, lbs./gal. (approx.):
7.78 

Flash Point (F, PMCC: 
120

“The Sulfur content of this diesel fuel additive does not exceed 15ppm.”  References: Code of Federal Regulations Title 40 Part 80 – EPA 2006 Regulation of Fuels and Fuel Additives; and EPA document EPA40-F-05-013




Available in bulk, totes, 55 gal. And 2.5 gal. container

Manufactured by:

ValvTect Petroleum Products  

3400 Dundee Rd., Northbrook, IL  60062

Phone: 800-728-8258  Fax: 847-272-4260             
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